
Technical tables
Usual tolerances ISO

Usual ISO Tolerances for chrome plated steel bars & tubes

ISO TOLERANCE h6 g6 h7 f7 f8

Diameter Ø (mm)
upper lower upper lower upper lower upper lower upper lower

(µm) (µm) (µm) (µm) (µm) (µm) (µm) (µm) (µm) (µm)

3< Ø ≤ 6 0 -8 -4 -12 0 -12 -10 -22 -10 28
6< Ø ≤ 10 0 -9 -5 -14 0 -15 -13 -28 -13 -35
10< Ø ≤18 0 -11 -6 -17 0 -18 -16 -34 -16 -43
18< Ø ≤ 30 0 -13 -7 -20 0 -21 -20 -41 -20 -53
30< Ø ≤ 50 0 -16 -9 -25 0 -25 -25 -50 -25 -64
50< Ø ≤ 80 0 -19 -10 -29 0 -30 -30 -60 -30 -76

80< Ø ≤ 120 0 -22 -12 -34 0 -35 -36 -71 -36 -90
120< Ø ≤ 180 0 -25 -14 -39 0 -40 -43 -83 -43 -106
180< Ø ≤ 250 0 -29 -15 -44 0 -46 -50 -96 -50 -122

Usual ISO Tolerances for ID tubes

ISO TOLERANCE

H8 H9 H10

ID (mm) lower 
(µm)

upper 
(µm)

lower 
(µm)

upper 
(µm)

lower 
(µm)

upper 
(µm)

18÷30 0 +33 0 +52 0 +84

30÷50 0 +39 0 +62 0 +100

51÷80 0 +46 0 +74 0 +120

81÷120 0 +54 0 +87 0 +140

121÷180 0 +63 0 +100 0 +160

181÷250 0 +72 0 +115 0 +185

251÷315 0 +81 0 +130 0 +210

316÷400 0 +89 0 +140 0 +230

ID=Inside diameter
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