
NIMAX TL Series are the special tubes inside  honed 
( or skived and roller burnished) and external 
chrome plated based on steel grade: 
St 52 (E355) in two delivery conditions:
•	 skived and roller burnished cold drawn seam-

less tubes according to EN 10305-1 (DIN 2391)
•	 inside honed welded cold drawn tubes ready –

to- use according to EN 10305-2 (DIN 2393).

Chrome layer:  The chrome layer thickness is 20 μm 
minim.

Surfaces roughness: The external surface roughness 
(Ra) is always less than 0.2 μm and normally in the 
range 0.10-0.15 μm. 
The inside roughness (Ra) is maximum 0.6 µm for 
honed tubes and maximum 0.3 µm for skived and 
roller burnished tubes.

External surface hardness: The chrome layer hard-
ness is 950 HV0.1min.

Straightness: The maximum deviation  is 1 
mm/1meter.

Roundness: The out of roundness for outer diam-
eter is maximum 50% of the diameter tolerance 
interval. The out of roundness for inner diameter is 
included in tolerance interval of inside diameter.

Corrosion resistance: Corrosion resistance specifi-
cations for hard-chrome tubes are based on salt-
spray testing following the ISO 9227 standard or its 
equivalents  combined with evaluation according to 
ISO 10289. Guarranteed rating for NIMAX TL tubes 
is min 9  after 40 h in AASS test (the same rating is 
obtained after 120 h in NSS test).
Further is possible to delivery this product with very 
high corrosion resistance by changing chrome plat-
ing process with nickel- chrome plating process.

Dimensions and tolerances: ISO f8 is standard for 
OD. Other tolerances can be supplied upon request 
(Usually range is ISO level 8). Inside diameter is 

between 32 - 200 mm. Other inner sizes can be sup-
plied upon request according to EN 10305-1 or EN 
10305-2.

ID tolerance: ISO H8 for seamless tubes according 
to EN 10305-1 (DIN 2391)
ISO H9 for ready to use tubes according to EN 
10305-2 (DIN 2393).

OD tolerance:
Outer diameter 
(mm)

Tolerance ISO f8 (µm)
lower upper

30-50 -25 -64
50-80 -30 -76
80-120 -36 -90
120-180 -43 -106
180-250 -50 -122

Delivery lengths: Production lengths are between 
5-6.5 m. Standard is 6.2+0.3/-0.3 m .
The ”unchromed length” of each tube (the distance 
at each end over which the chrome-layer properties 
and tolerances can not be guaranteed)  is at most 
0.15 m per end, maximum 0.3 m in total per tube.
Fixed or cut lengths can be supplied on request.

Packaging: NIMAX CT tubes can be supplied with 
two packaging options:
•	 individually packaging in cardboard tubes with 

caracteristic red and white spiral stripes  and 
bundles for standard lengths

•	 europalets from smallest cut lenghts. Each tube 
are inside protected with oil in order to assure 
the temporary protection against corrosion

Steel grade NIMAX Code 
St 52(E355) NIMAX  TL
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Tubes for cylinders
External chrome plated and inside honed 

telescopic tubes
NIMAX-TL
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EN

10305-1

10305-2

DIN

2391

2393

17179

AFNOR

NF-A49310

NF-A49643

B.S.

6323

UNI

7945

7946

663

6403

JIS

G3445

ASTM

A 513

E355 St52

St52-3

Tu 52b

Ts 47a

CEW5-ERW5 Fe 490

Fe 510 D

Fe 52-2

Fe 510

STKM 19 1024

CHEMICAL COMPOSITION, % BY WEIGHT
STEEL GRADE C max Si max Mn max P max S Ni max V  max
St52(E 355) 0.22 0.55 1.55 0.025 0.02-0.04 - -

MECHANICAL PROPERTIES (According to EN 10305-2; DIN 2393)
STEEL GRADE 
Delivery condition 

Rm Tensile 
strenght 

- N/mm2 -

Rp0.2 
Yield point 
- N/mm2 -

A5 
Elongation 
- % min -

Wall thickness 
≤ 16mm

Wall thickness 
≥ 16mm

E 355 + C  (St 52 BK) 640 540 500 7

MECHANICAL PROPERTIES (According to EN 10305-1; DIN 2391)
STEEL GRADE 
Delivery condition 

Rm Tensile 
strenght 

- N/mm2 -

Rp0.2 
Yield point 
- N/mm2 -

A5 
Elongation 
- % min -

Wall thickness 
≤ 16mm

Wall thickness 
≥ 16mm

E 355 + SR (St52 BK+S) 600 520 490 14


